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(f) Comply with 33 CFR 156.120 and
156.150.

[CGD 79-116, 60 FR 17156, Apr. 4, 1995, as
amended by CGD 79-116, 62 FR 25135, May 8,
1997]

§35.35-40 Conditions under which
transfer operations shall not be
commenced or if started shall be
discontinued—TB/ALL.

Cargo transfer operations shall not
be started or, if started, shall be dis-
continued under the following condi-
tions:

(a) During severe electrical storms.

(b) If a fire occurs on the wharf or on
the tanker or in the vicinity.

§35.35-42 Restrictions on vessels
alongside a tank vessel loading or
unloading cargo of Grade A, B, or
C—TB/ALL.

(a) No vessel may come alongside or
remain alongside a tank vessel in way
of its cargo tanks while it is loading or
unloading cargo of Grade A, B, or C
without permission of the person in
charge of the transfer on the tank ves-
sel.

(b) No vessel may come alongside or
remain alongside a tank vessel in way
of its cargo tanks while it is loading or
unloading cargo of Grade A, B, or C un-
less the conditions then prevailing are
acceptable to the persons in charge of
cargo-handling on both vessels.

[CGD 79-116, 60 FR 17156, Apr. 4, 1995]

§35.35-45 Auxiliary steam, air, or elec-
tric current—B/ALL.

When discharging cargo from one or
more barges, the towing vessel may
furnish steam, air, or electric current
for pumps on barges or dock, but in no
case shall the cargo pass through or
over the towing vessel.

§35.35-50 Termination of transfer op-
erations—TB/ALL.

(a) When transfer operations are
completed the valves on cargo connec-
tions on the vessel shall be closed. The
cargo connections shall be drained of
cargo.

(b) [Reserved]

§35.35-70

§35.35-55 Transfer of other cargo or
stores on tank vessels—TB/ALL.

(a) No packaged goods, freight, or
ship’s stores may be loaded or unloaded
during the loading or unloading of
cargo of Grade A, B, or C except by per-
mission of the person in charge of the
transfer of liquid cargo in bulk. No ex-
plosives may be loaded, unloaded, or
carried as cargo on any tank vessel
containing cargo of Grade A, B, or C.

(b) Where package and general cargo
is carried directly over bulk cargo
tanks, it shall be properly dunnaged to
prevent chafing of metal parts and se-
curely lashed or stowed.

[CGFR 65-50, 30 FR 16704, Dec. 30, 1965, as
amended by CGD 79-116, 60 FR 17157, Apr. 4,
1995]

§35.35-60 Transportation of other
cargo or stores on tank barges—B/
ALL.

(a) Tank barges may be permitted to
transport deck cargoes directly over
bulk cargo spaces when the nature of
such deck cargoes and the methods of
loading and unloading same do not cre-
ate an undue hazard. Such tank barges
shall have their decks properly
dunnaged to prevent chafing between
the steel parts of the vessel and the
deck cargo.

(b) [Reserved]

§35.35-70 Maintenance of cargo han-
dling equipment—TB/ALL.

The cargo handling equipment shall
be maintained by the tank vessel’s per-
sonnel in accordance with the regula-
tions in this subchapter, including the
following:

(a) Cargo hose shall not be used in
transfer operations in which the pres-
sures are such that leakage of cargo oc-
curs through the body of the hose.

(b) Cargo pump relief valves shall be
tested at least once each year to deter-
mine that they function satisfactorily
at the pressure at which they are set to
open.

(c) Cargo pump pressure gage shall be
tested at least once a year for accu-
racy.

(d) The cargo discharge piping of all
tank vessels shall be tested at least
once each year for tightness, at the
maximum working pressure.
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